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SECTION K.  OTHER INFORMATION PROVIDED 
List any other pertinent information to support the Initial Ground Water RAP Application  
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AOC-19: QC Laboratory
Hess Corporation - Former Port Reading Complex (HC-PR)

Well Construction Table

° ` " ° ` "

MW-1 E201607933 664.01 1.01 40 33 48.89 74 15 9.64 630306 560836 24.48 21.58 7/26/2016 2 10 6-16 6-16 2.9 .10 sch. 40 PVC 6 16 16 4/15/1985 4/9/1985

MW-2 E201607934 664.01 1.01 40 33 48.18 74 15 8.56 630234 560919 19.01 19.37 7/26/2016 2 12 1-13 1-13 Flush Mount .10 sch. 40 PVC 1 13 13 7/5/2016 7/5/2016

MW-3 E201607935 664.01 1.01 40 33 47.57 74 15 8.94 630172 560890 18.91 19.28 7/26/2016 2 10 3-13 3-13 Flush Mount .010 sch.40 PVC 3 15 18 12/22/2017 12/20/2017

MW-4 E201615028 664.01 1.01 40 33 48.48 74 15 9.09 630265 560879 24.07 21.22 1/16/2017 2 12 3-15 6-18 2.85 .010 sch.40 PVC 6 20 22 11/12/1981 11/10/1981

PER-6R P200800554 664.01 1.01 40 33 49.87 74 15 9.19 630405.1 560870.2 21.54 19.94 12/9/2014 4 19 3-22 3-22 1.60 .010 sch.40 PVC 3 22 22.00 4/8/2002 3/20/2002
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	SECTION K  OTHER INFORMATION PROVIDED List any other pertinent information to support the Initial Ground Water RAP Application: The Former Hess Corporation Port Reading Complex (HC-PR) (NJDEP PI# 006148) is subject to the requirements of ISRA (Case No. E20130449) and RCRA Corrective Action (EPA ID No. NJD045445483).  The New Jersey Department of Environmental Protection (NJDEP) Traditional Oversight Case Team approved the July 2019 Remedial Investigation/Remedial Action Report and the proposed remedial actions (institutional and engineering controls) for AOC-19 and AOC-90 in a letter dated November 22, 2019, which has been attached. On May 18, 2021, the Traditional Oversight Case Team and Hess Corporation had a conference meeting addressing comments regarding the draft Remedial Action Permit for Groundwater. In addition, the Traditional Case Team provided comments in an e-mail dated March 8, 2022. All requested changes have been incorporated into this RAP application. This CEA is being established to address low-level concentrations of benzene, arsenic, ammonia, and pH.   Horizontal and vertical delineation is complete for benzene, arsenic, and ammonia. Vertical delineation has been assumed due to a review of the monitoring well logs which show a tight formation of red clay functioning as a confining layer observed at 12 feet below grade.  A technical variance of NJAC 7:26E-4.3(a)4 is required and is appropriate due to site lithology (a tight formation of red clay) and decreasing trend in ammonia concentrations through the 2021 sampling event (due to the remedial actions conducted at the Site).    See attached for Well Construction Table.


